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l. CAMERA B 15 WAS USED IN MISSION 3984 FLOWN ON 15 JANUARY
1965, PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH SUPPCEN.
2. ORIGINAL NEGATIVE:
A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD.
B. O9R SIDE: SPOT STATIC DISCHARGES, EDGE FOG, AND OCCASIONAL
o | ﬁ | . 19 JAn 1965
ROLLER CHATTER MARKS ARE PRESENT NEAR THE OUTBOARD EDGE ALONG WITH
CONTINUOUS ROLLER CHATTZR AT THE INBOARD EDGE THROUGHOUT THE M N
] ] - { COPIES RECEIVED
A PLUS DENSITY STREAK 3.3" FROM THE INS0ARD EDGE IS PRESENT ¥ , -
CyNo. | Office Act, [Rec'd
THROUGHOUT. ANOTHER PLUS DENSITY STREAK APPEARS 4.4" FROM THE JSAMIJMaster Flie
. { z-1os
EDGE AND CONTINUES INTERMITTENTLY TO THE END OF THE MISSION. ADNIN
SEC BR
SEVERAL INTERMITTENT PARALLEL SCRATCHES SPACED APPROXIMATELY : ggfs
2.25" APART ARE LOCATED WITHIN THE 1.5" ADJACENT TO THE INBOAR ﬁf
- _ s $
EDGE FROM FRAME 2201 TO 1964, THE MOST PROMINENT OF THESE SCRAlLHﬁb:?gﬂ ]
PAG" ' '
IS 1.¢" FROM THE EDGE. ABRASIONS, SCRATCHES, AND CREASES EXIS CTA/PID
DIAXX4
IN FRAMES 1332 AND 1333. THESE WERE CAUSED BY THE TITLER. 4 SPAD
. : NSA LO
WAVY PLUS DENSITY STREAK IS PRESENT WITHIN THE 1.3" NEAREST THE DIAAR
O UTBOARD EDGE IN FRAME 1424 TO 1451. A HEAT SPLICE OCCURS IN
Des - 1yed =4

FRAME 1262 AND A MANUFACTURING SPLICE WITH ASSOCIATED LIGHT LEA
IS PRESENT I# FRaAME 1195,
EDGE FOG AND ROLLER CHATTER ARE PRESENT ALOHNG

OUTBOARD

SL SIDE:
EDGE OF THE FIRST 75 PERCENT OF THE MISSION.
DUE TO PROBLEMS

C,

THE INBOARD

EDGE FO0G IS CONTINUOUS THROUGHOUT THE MISSION.

DURING PROCESSING THE FILM %WAS TORN AT FRAME 64, AN

Nanial

ENCOUNTERED
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EMERGENCY CUT WAS MADE AND THE TEAR WAS REPAIRED WITH TAPE. BE-

GINNING AT THE SPLICE ON FRAME 64 THERE IS A PLUS DENSITY STREAK
@.25" FROM AND PARALLEL TO THE INBOARD EDGE. THE STREAK ENDS AT

A HEAT SPLICE ON FRAME 1316, THERE ARE OTHER RANDOM LONGITUDINAL
PLUS DENSITY STREAKS INTERMITTENTLY THROUGHOUT THE MISSION. ON
FRAMES 831 TO %47 THERE ARE SEVERAL EMULSION LIFTS. AT THE DATA
CHAMBER END OF EACH FRAME APPROXIMATLEY HALF WAY BETWEEN THE FILHN
EDGES THERE IS A MINUS DENSITY STREAK WHICH APPEARS TO BE AN OBSTRUC-
TION CAUSED BY FOREIGN MATTER ADHERING TO THE FORMAT FRAME.

D. BOTH SIDES: THE LAST TITLED FRAME ON EACH SIDE IS 2181.

E. THERE WERE NO APPARENT CAMERA MALFUNCTIONS.

3. POSITIVE:
A. PRINTING AND PROCESSING WERE GOOD.

B. PI SUITABILITY IS GOOD.
C. CLOUDS COVER LESS THAN | PERCENT OF THIS MISSION.
SECRET
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